
GURUGRAM UNIVERSITY 
GURUGRAM (HARYANA) 

(Established under Haryana Act 17 of 2017) 
Construction & Maintenance 

No.GUao2a139 
NOTICE INVITING QUOTATIONS 

Date42//22 

Sealed quotations on fixed percentage rate basis are here by invited by the undersigned on 
behalf of the Vice - Chancellor of the University from the approved Co-op L&C 

Societies/contractors/ from 23.11.2022 to 30.11.2022 till 3:00 PM. If no Co-op L&C 

Societies come forward the quotations, then the same will be received by the approved PWD 

(B&R)/HUDA /CPWD /GUG-UST/ MES / Railways/ HSAMB/HPHC or any other State / 
Centre Govt. Deptt. / Boards/ Corporations. The Quotations will be opened on the same date at 

the time shown above in the presence of the agencies or their authorized representatives who 

may like to present at the time. 
Name of the work: Renovation and Fumishing work of Dean of Academic Affair room of 

Gurugram University, Sec-51, Gurugram. 

S. No. Description of the Items (s) Qty. Unit 

Renovation and Furnishing work of Dean 

of Academic Affair room of Gurugram University, 

As per list.(Annexure 1) 

Sec-51, Gurugram. 

Conditions: 
1. Conditional Quotations will be Out rightly rejected. 

2. The work shall be carried out as per PWD specifications. 

3. 1%/2% T.D.S. and GST 2 % or as amended from time to time by the Govt. will be 

deducted from every bill of the agency. 

4. Nothing shall be paid whatsoever for any loss or damages done by rains, flood or any 

act of God. 

5. The amount of the work order can be increased or decreased as per actual requirement 

at site of work as desired by the Engineer-in-charge of the without any compensation. 

6. If any other item not shown above will be executed, the rate will be paid approved by 

the competent authority. 

7. Undersigned reserves the right to accept or reject any quotation without assigning 

any reason the thereof. 

8. Co-op L&C Societies/contractors will have to deposit 2% as EMD if cost of P.0 

Exceed Rs 40,000.00. 
DE/XEN 

CC: 

1. S.E. 



ANNEXURE-I 

1. Renovation and Furnishing work of Dean of Academic Affair room of Gurugram 

University, Sec-51, Gurugram. 

HSR 
Unit Qty Rate Amount Description 

Demolishing cement concrete manually/ 

by mechanical means including disposal of 

material within 50 metres lead as per 

direction of Engineer - in charge. 5.23.1 

Sr.no. items 

HSR 0.63 1441 907.83 Cum 
5.23 

Nominal concrete 1: 1.5:3 or richer mix 

(/c equivalent cum design mix) 
Dismantling stone slab flooring laid in 
cement mortar including stacking of 
serviceable material and disposal of 
unserviceable material within 50 metres 

lead. 
Providing and applying two coats white 
cement based putty of approved brand and 

manufacturer, over plastered surtace and 
grinding the surface smooth with sand 
paper to get en even and smooth finish 

including cost and carriage of all material. 
abour charges, scaffolding, sundries etc. 

complete 
Removing dry or oil bound distemper, 
water proofing cement paint and the like 
by scrapping, sand papering and preparing 
the surface smooth including necessary 

repairs to scratches etc. complete 
Finishing walls with Acrylic Smooth 
exterior paint of required shade: 30.37 .I 
Old work (Two or more coat applied @ 
1.67 litre/ 10 sqm) on existing cement 

paint surface. 
Providing and fixing Ist quality ceramic 
glazed wall tiles conforming to IS: 15622 

(thickness to be speciied by the 
manufacturer ) of approved make in all 
colours, shades except burgundy. bottle 
green, black of any size as approved by 

Engineer-in-Charge in skirting, risers of 
steps and dados over 12 mm thick bed of 
cement Mortar I :3 (I cement: 3 coarse 
sand) and jointing with grey cement slurry 
3.3kg per sqm including pointing in 
white cement mixed with pigment of 

matching shade complete. 
Providing and laying vitrified floor tiles in 
different sizes (thickness to be specitied by 
the manufacturer) with water absorption 
less than 0.08% and conforming to IS: 

I5622, of approved make, in all colours 
and shades, laid on 20mm thick cement 

HSR 
Sqm 4.2 60 252 

5.44 

HSR 

11.58 sqm 77.5 36 2790 

HSR 
Sqm 77.5 852.5 30.22 

HSR 

30.37.1 Sqm 77.5 71 5502.5 

HSR 
6 Sqm 18.2 603 10974.6 10.58 

HSR 
sqm 4.2 958 4023.6 10.63 

mortar I :4 (1 cement: 4 coarse sand). 

jointing with grey cement slurry @ 3.3 kg/ 
sqm including grouting the joints with 

white cement and matching pigments etc. 



complete. 10.63.1 Size of Tile 500x500 

mm 

Providing and fixing wash basin with C.I. 

brackets. 15 mm C.P. brass pillar taps. 32 

mm C.P. brass waste of standard pattern. 

including painting of fittings and brackets. 

cutting and making good the walls 

wherever require: HSR 22.13 White 

vitreous chinaware Wash basin size 

2036 2036 
HSR each 

22.1 

550x400 mm with a pair of 15 mm C.P. 

brass pillar taps 
Providing and fixing white vitreous 

chinaware pedestal for wash basin 

completely recessed at the back for the 

reception of pipes and fittings 
Providing and fixing ISi marked flush door 

shutters conforming to IS: 2202 (Part I) 

decorative type, core of block board 

construction with frame of Ist class hard 

1236 
HSR 

9 
22. 1236 

each 

2.3 2671 6143.3 

HSR 
wood and well matched teak 3 ply 

12.36.1 veneering with vertical grains or cross 
bands and face veneers on both faces of 

10 

shutters. I12.36.1 35 mm thick including 

ISi marked Stainless Steel butt hinges with 

Sqm necessary screws 
Brass handles 125 mm with plate 175x32 

sqm 
144 

44 
each BOS12 

mm 5 
Brass handles 125 mm with plate 175x32 

each 
12 B0676 34937.33 

mm 

Total Amount Rs 35000/-

Say 

%above or below on HSR 

Rate to be quoted by quotationer 

items total amount. 


